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. OF ATOMIZATION IN CARBURETORS*

..;;5ngjgn. Scheubel

One of " the most important of the problems whicn are
still :rather hazy in the construction of modern light en-
gines is the formation of the mixture. While this prob-
lem may be regarded as partly solved for heavy internal
combustion engines, so far as engines for gaseous fuels
are concerned, and in-some other cases the fundamental
principles at least have been studied, as in solid injec-
tion o0il eongines, in the wide Tield of carburetor enginocs
(which, with a few scattered exceptions, are identical
witl: the light ongines of the present day) one of the most
‘important problems of mixture formation, that of fuel sub-
division or atomization, as it is usually called, is on~'
tirocly untouched, ' It is, indced, woll known that fuol at-
omization is improved by high ce rburetor air speed that
is concluded from engine performance at low engine speced,
Attempts havo also bocn made to improve atomization by
changes in the fuel nozzles, etc. But tho fundamentals of
tho atomization problem arc still vory obscure. -Onc knows
the 1nf1uonco neithor of the physical propertics of tho
fuel, nor of tho air spood, nor of the shapo of the carbu-
retor tnroat

*From Jahrbuoh der Wissenschaftlichen Gesellschaft fur
Lu‘t*ah;t; 1927 pp. 140-6G.

;ranslator's note: .This lecture, which was translated
witih the permission of Dr, Scheubel, appears to the trans-
lator to contain the best pictorial description he has yet
seen of the phenomena attending atomization in an air
stream. As it also seems to him (reference 1) that solid
injection has a physical background quite similar to that
of =2ir stream atomization, as regards the relative motion
of air and liquid at their interface, this investigation
also hoaears to have .an important bearing on solid injec~-
tion. Since the latter is of interest in regard to the
study of compression-ignition engines for aircraft, it
seems important to have an English translation avallable.
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As this nroblem, besides its greal practical imnor-
tance, is a2lso very interesting hydrodynamically, 'a study
of atomization in carburstors was begun in the Aerodynanm-
ic Institute of the Tecanical High School at Aachen, whica
had already been working for a long time on the elucida-
tion of the physical questions of carburetor coanstruction,

Photography was chosen as the only suitable means of
recording the phenomena which occur when the fuel enters
the air stream. The difficulties are serious. On account
of the fineness of the droplet measurement and the high
speed of motion,:.the illumination must be very brief, as

hort calculation will: saow: If a drop 2/100 mm in di-
amotar is moving with a speed of 100 m/s, it travels the
len’tn of 1ts diameter in

2 o 2

. 8
100 x 100 X 10° 10000000

I7 one wishes to obtain a useful picture of such a small
particle moving so fast, he must use an illumination which
lasts less than 1077 s. Such short tiwes may be obtained
by electric instantaneous photography, where the object to
be photographed is illuminated by an electric spark, whose
duration is the illumination time. The principal diffi-
culty is in obtaining very brief sparks with. the maximum
encrsy content possible, I cannot go further into details
nere. I mist refer to a baper in the next volume of tae
"Taftfanrt? transactlons. ' o

It would also lead too far to go into details on the
nossibility of error in the work, Only one sort of error,
waicih is unavoidable and the recogunition of which is nec-
cscary for the correct ianterpretation of tho pictures,
walcihh I shall show later, will boe driefly considorcd. The
nhotographs are instantaneous pictures of a definite por-
tion of spaceo, and thereforo show te distribution of the
drops in this space at this instant. This spatial distri-
bution, howevor, does not correspond vo the actual constl-
tution of ‘the mixture, since different parts, according to
tholr sizo and position, &cgaire different speeds and
nonco do not romain for tho same timo in the fioeld of viow,

. -Rather will the larger drops, on account of their
smaller - ratio of surface to volume, be accelerated more
slowly, an@,théréfore'nOed more time to cross this portion
of space, tlan tlhe smaller drops. Hence tihe photographs
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showv nore large drops than cbrrespond to the actual con-
stitution of tue xwixtureée, The actual constitution is given
by tue drops cross1ng & given section in unit time., A
measuvrement oy kinematic’ pnotobraphy is conceivabdle, whlcn
is fundamentally 90531ble, Put ‘in bae present case, could
only be carried through W1tn considerable 6XpoOnso. .

Thoe- aﬁparatus (flg. 1) is very simples A blowor sup-
plics air through a measuring tube to tho carburetor mod-
cl, . Tho 1iguld upder: invostigation flows to the. carbure-
tor from a2 measuring vossol and a float chambor’ with rogu-
latlng arrangemont, -~ The mixturo is lod to a soparator,
waore most of theo liquid ig . procipitated.. The carburctor
modols aro built into a photographic apparatus, They are
illuminatod by a built-in spark, whoso light is guided Dy
a concave -mirror to these, and then to the. objective and
to the.plate, The models themselves (fig., .2)° are. ‘made of
pieces.of cardboard with plate glass windows,' TneJ are .
fastened in with metal framed, so that they nay easily be
cranged, I show later, with the results, the particular -
forus waich were investigated. .

. Alcokol and water were the liquids studied, The cus-
toaary fuels could not be used on account of ‘their high
8ezrce of inflammability and their bad effect on the
breathing organs. Alcohol is very similar to the custo-
mary fuels like gasolino and bonzol in thosoe physical prop-
crties which are important in.atomization, such as density,
surface tohsipn_and viscosity, and henco seems a good sub-
stitute, Water was chosen oa account of its high surface
tension (which.is about three times that of the usual fuel),
since hydrodvnamlc considerations,-to which I shall return
later, indicate that the value for atomization is propor-
tional to the ratio of the static pressure of the air
stream to the surface tension of the liquid

£ _ pU° -1,
= = .~ Cm
2 27

This quajtlty will be called the atom1z1ng characteristlc.

- - The next pictures were chosen frou the results.,
First a comparison between water (with surface tension T
about 75 dyn/cm) and alcohol (with T about 24 dyn/cm).
The first picture (series I). sShows the carburetor set-up,
& Venturi throat with a smooth tube of 3.5 mm diameter as
fuel nozzle. Pictures 2 and 3 show the atomization of
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water at air speeds of 105 and 53 m/s, respectively; hence
K = 1780 and 450 cn~?!, respectively. Pictures 4, 5, and
5 show the atomization of alcoliol at air spceds of 100,
55, #ad 28.5 m/s, respectively. The corrcsponding values
of ¥ are 5020, 1450, and 415 cm™ !, resvectively. e
pictures. show very clearly that the atomization of alco-
hol is significantly better than that of water at the s-ime
air speced (pictures 2 and 4, 3 and 5, respectively.

Taey ~lso show that tho atomiz tion is similar at similor
values of K (pictures 2 and 5, 3 znd 6, respectively).
Both the form of the liguid stream at exit and its ramifi-
cations and the drop diameters appear very much alile,
Thus the correctness of the characteristic value is at
least gqualitatively demonstrated,

Series II snowsg in four pictures approximately the
lover limit of K ' at which one can still speak of atomiz-~
ation., Tie liquid is water; the air speed is 27 m/S'
nence X = 120 cm~ .. The water comes out in a closed
stroem wihich, however, does aot break up ianto many scpa-
r-te tarezds, as at Ligh values of . Kt. but is drawn out
into & long, thin ncin-thread, from waich separate tarcads
ore drewvn, In time the main-taread.also disintegrates into
discfeté'drovs, ziving the appearance of -a string of penrls,
Frow tue separate pictures, especially IIz and II,, which
saow pictures taken, about 1/4 second apart, on the same
plate, the separate phases of exit and break-up can bve
clearly recognized., At the same time one secs strong pre-
"cipitation on the walls. Tae air speed is no longer suf-
ficient to carry along the coarsely atomized drops. A4n
engine would certaianly not be very satisfactory with such
a poorly atomized unixture.

The next two series (III and IV) show a comparison of
two Torms of fuel nozzle, with alconol as liguid., Tae
first sicture of each series shows thie carburetor set-up,
in boti cases a Venturi throat into Wulcﬂ a fuel nozzle
is Duilt, Ia series IITI, the "P nozzle," the opening is
Just behind an abdrupt widening of tiie cross section of the
2ir streaw, I do not xnow a scientific reason for tails
shape; aowever, as this or a similar design is quite a
favorite in carburetor construction at nresent, it was in-
vestigated, Series IV shows a nozzle, tue AI nozzle, with
opening in front of an abrupt widening of the air streamn
cross -section, . The purpose was, that the liguid bs "=
-snatcned of f from the edge as o thin band at exit., IHow

ar tihot is attained is siiown by tne sonarate plctures.
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talzen for air speeds of 110, 58, 39, and 32 m/s. Corre~
sponding values of K ' are given in each picture.

Thé first pictures of the two series show no important
differences, - Tho only thing that is shown is a gathering
together ~ of the fuel in the stagnant spaco behind the noz-
zle for the "P. nozzle (series III), while it is snatched
off abruptly with the A nozzle. 'No remarkable differ-
ences in ‘the fineness of atomization is apparent, In the
‘neéxt pictures,.at a lower value 6f K (about 1700 cm~1)
the A nozzlo already shows a slight superiority, for the
fuel is torn off abruptly, while the gathering together
"in. the stagnant:- ‘spacsd has increased with the' P nozszle.

" The fuel breaks off &nd forms rather large drops. ‘The con-
‘dition persists to the lowest value of XK in.picture 5,
waich shows the first great gathering together in the stag—'
nant space for the A~ nozzle. The atomization with the A
nozzle appears somewhat finer throughout. . I am sorry that
I cannot givé a measure for comparison of the two nozzles,
since tie plctures do not haye enough contrast

On the other hand, tha ‘two next series - (V and VI),
‘wiiieh show a comparison between Venturi air nozzle, could
be countéd out and measured under 'a comparator, The pic-
tures themselves show nothing new in comparison with the
preceding. Differences in the degree of atomization can
hardly be recognized by the naked eye. 3But evaluation
with respect to the number and size of the drops in the
right half of a picture gave surprising results, Those
are shown in two different kinds of curve. The first
(fig. 3) shows the frequency curves usual in statistics,
It is striking that velocity has less influence on the po-
sition of the maximum (the displacement on the diameter
axis is trivial) than on the steepness at the maximum, As
K decreases, the slope of the curve on the side of in-
creasing diameters gets eteadlly less. What 81gn1f1cance
that has is clearly :shown in the next graphs, the volume
distribution curves. (Fig. 4.,)  These show what percent-
age of the total atomized volume breaks up into drops
whose diameters lie between zero and that corresponding to
the abscissa. This manner of showing results has greater
practical interest, as one can deduce from it a measure of
the value of the atomization., TFor it is clear that taatl
carburetor which, under otherwise equal conditions, atom-
izes 90% of the fuel supplied to it into drops whose diam-
eters lie betwecn zero and a certain limit i1s more effi-
cient than another carburetor with which, for example, only
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75% lies below this limit. One can perhaps take as tle
simplest measure of tae value of the atomization the dianm-
eter below which lie the drop diameters of 90% of the atom-
ized volume. For short, this will te called the "90% di-
ameter." From the curves of .this chart (fig, 5) which con-
tains the results of a survey for qulte a range of veloc-
ities, the "90% diameters" have .been chosen and aro ap-
plicd in the aext chart; Figuroc 6 is abscissa. Tho "90%
dinoters” rango from & = 0.18* mm at U* = 53,3 m/s,

K = 1420 cmn™ ' to 4 = 0,8 mm at U* = 15,5 m/s, X = 120
cm~?t, : A

A conformity to law may now bec rocognized, It is, how-
ovor, not vory casy to formulate, for .the process is rathor
complicated, Onc must first got clearly in mind what phys-
icel propertiocs of the two wodia, air and fuol, may in
gonoral, be oxpocted to influonco the rosult, Thc most im-
portant aro dcnsity, surfaceatension,. and viscosity., All
the inoertia forces are proportional to the density; the
surfacc toension tends to draw tho surface togothor; the
viscosity plays the more passive role of damping force.
From the dimensions of these guantities a line on the "law"
caun be drawn, If one considers first an ideal 1iquid, and
tnerefore onits consideration of frictional forces, he sces
that tle mean drop diameter d can be a function only of
the fensity P, the surface tension T, and the rela-
tive air speed U of the two media; 4 = f (P, T, U)., The
only combination of the three independent variabdles that
1as the dimensions of length is T/PUE, the reciprocal of
K. The drop diemeter law may thersfore be written:

d-=c-'T"’=‘o
P U

he dinensionless quantity ¢ mneed, of course, not be o
constant, Rather is it, in general, considering the vis-
cosity in both media, a function of some dimensionloss
combination of the above-named thrce variables and the vis-
cosity W. The only dimensionloss combination of thoese
guantitios is

m

= —
L]

m U
The dependence of the mean drop sizo may now be writton:

d_::c(/T\‘.-_._T

—— .

WU/ P U

———

*Translator!s changes,
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This is the similarity law of the atomization prob-
lews The anctlon e will perhwos take dlfferent forms
for dlf;ereﬁt forms of exit nozzle, TFor one case the
curves shown above (fig, 5) indicate its course., "It is, of
course, unsettled what diameter to use as the "mean,
Physically the maximum of the size-distridbution curve is
of mnore 1mportance. Slnce,,however, it could not’ be de-
termined with sufficient exactness in the cases under con-
sideration. on account ‘af insufficient auxlliarles, I'_
have chosen the "90% diameter,¥ which has the advantage
over the othor of being practically more important ‘and
may be expressed mnore exactly, for ‘only ‘about 10% of the
total atomized VOlumo lias in thoe part of the froquoncy
curve botwoen’ zoro and the diamotor of - tho maximum.

In conclu51on I should 1ike to: givo a briof resume
of thosc rosults which are tho most important from ‘a prac-
tical 901nt of - view. '

The outstandlng quantlty of the whole atomization
problem is the’ characterlstlc K, and thorofore tho ratio
of the static pressure o0f the air stream with respect to
the liquld to the surface temsion of the liquid. -The
hisher its value, the better the atomization. One should,
if possible, avoid letting K fall below about 300 to 400
cn~t, if one wishes flexible engines. This means the use
of 2 carburetor of narrov section and a narrow intake pipe,
as is done in American'praoticé.t The high pressure drop
at high speeds. is undesirable, dbut unavoidabdble, and is
not disagreéable in automobile engines, But conditions

are different for aircraft engines, which neced have only

a good idling and a narrow full-load speed range. In my
opinion the best arrangement for this would be a carburet-
or for full-load, and an accelerating arrangement for pass-
ing Trom idliag to full load.

The shape of the Venturi (fig. 7) plays a secondary
role, The increcase of section bpeyond the throat had best
not be too abrupt. The insertion of a cylindrical piece
would improve the atomization somewhat, but probably has
a greater resistance olso,

iiore is to be expected from improvements in the de-
sign of the nozzle. (Fig. 8.) Zven if the object of the
study described were only the discovery and establishment
of the similarity law for atomization, yet two series of
studies have established the view that it is advantagoous
to iantroduce tne fuel in front of a sharp-edged widening
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of the air-stream section, so that it enters the region of
hignest air veloclity as gradually as possible, Nozzle
shapes I and II are superior to III and IV, which are
gquite popular. at present,

Eow much effect the viscosity of the fuel may have is
still a matter for investigation, But these results suf-
fice for modern fuels, whose visgscosity is usually less
than that of alcohol or water. The conditions for the
‘somevhat more viscous fuels, espocially the heavy oills,
may perhaps bo found on the grounds of the capillary-wave
thoory. But heavy oils, for othor reasons, may never bo
consgidercd as fuels for carburotor engines. They will,
indced, always be applied exclusivoly to injection ongiacs.
Atonization in these, howevor, is much simpler than that
in the éarburetor ongine, since they can work at constant
injection velocity at all rotative speeds. Hence all tho
atonization difficulties encountercd at low rotative
speeds (i.6., air speeds), vanish, The carburetor enginc
will not, however, be disposed of for a long time on this
account, for the carburetor itself is, in spite of all its
faults, such an ingenious and simple device that it will
probably reign supreme in the field of light engines for
many years to coms,

Translation by R. A, Castleman, Jjr.,
Bureaun of Standards,
Tashington, D. C., August 27, 1931,
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Fig. 1 Schematic sketch of apparatus.

I Plan view
II Side view

1,Blower 10, Three-way cock
2.By-pass valve (for fine regulation) 11,Measuring vessel
Z:Check valve (for coarse regulation) 12,Tube to carburetor model

4, Jacob~tuhsz 13,Hizh voltage arrangement
5a,b5b, Prescure-neasuring places 14,I11vminating spark

6, Manometer 15,Concave mirror

7, Carburetor model 16, 0byective

8, Separator 17, Photographic plate

9,Vessel for liquid

/
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WATOMIZATION" PICTURES
Scale 1.4 to 1 Liquids.
Water, T about 74 dynes/cm. Alcohol, T about 24 dynes/cm.
U is the mean air speed in the narrowest section.

Il' Series I, Picture l, Igs Series I, Picture 4, 1
Carburetor set - up. Alcohol, U= 100 m/s, K= 5020 cm"~

Iz’ Series I, Picture 2,‘ ‘ 1 15, Series 1, Picture 5,
Water, U= 105 m/s, K= 1780 cm™ Alcohol, U= 55 m/s, K= 1460 cm™}

1z, Series I, Picture 3, Igs» Series 1, Picture 6,

Water, U= 53 m/s, K= 450 cmt Alcohol, U= 28.5 m/s, K= 415 e+

/L
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Fig. 2 Carburetor model.

Water U= 27 m/s.

IIl, Series II, Picture 1, 113, Series II, Picture 3.

1I,, Series II, Picture 2. 1I4, Series II, Picture 4.
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Alcohol
Series III

III,, Series III, Picture 1,
Carb. set - up. "P-nozzle".

II1,, Series III, Picture 2,
U= 118 m/s, K= 6890 cm™}

IIIz, Series III, Picture g
U= 57.2 m/s, K= 1640 cm~1

IVl,

IV,

1vs,

Series III,IV

Series IV

Series IV, Picture 1,
Carb. set = up, "A nozzle"

Series IV, Picture 2,
U= 104 m/s, K= 5420 cm~l

Series IV, Picture 3,
U= 58.2 m/s, K= 1700 cm~1
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Series II1

III,, Series III, Picture‘4,
4 1
U= 38.7 m/s, K= 750 cm~

IIIs, Series III, Picture 5,
U= 32.1 m/s, K= 515 cmrl

V- Plain Venturi

Alcohol

IV,

Series III,IV,V,VI

Series 1V

Series IV, Picture 4,
U= 38.5 m/s, K= 740 cm~!

Series IV, Picture 5
U= 31 m/s, K= 480 i |

VI- Parallel Venturi

Carburetor set - up for series V and VI
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80 100 x 10'3cm.

Kem1 ~ch/sec?1
I,0,1420 5330
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IIIix | 400 2330
IVi+ 1t 190 1950
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Fig, 5 Volume distribution curves for various
values of X.
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I  From capillary wave law,neglecting
. viscosity.
ITI  From capillary wave law, talring

account of viscosity.

Fig, 6

Figs. 5,6



Figs, 7,8
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I1I

II
Fig.7 Venturi nozzles.

Iv

III

I

Fig.8 Fuel nozzles,
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